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Abstract. The paper is addressed to development of modular compliant robotic hand characterized by 
anthropomorphic structure and functionality. The prototype is built based on experience of develop-
ment other contemporary artificial hands and taking into account complementary aspects of human 
hand bio-mechanics. The robot hand developed in the Institute Mihailo Pupin was called the “Pupin 
hand”. Its purpose regards to research as well as for possible implementation with service and medical 
robot devices as the advance robot end-effector. The paper considers mechanical design, system identi-
fication, modeling and simulation and also acquisition of biological grasping skill taken from humans. 
The mechanical structure of the tendon-driven, multi-finger, 23 degrees of freedom compliant robot 
hand is presented in the paper. Corresponding model of the hand is represented by corresponding mul-
ti-body rigid system with complementary structural elasticity. Some characteristic simulation results 
are given in the paper in order to validate the design concept applied.  For the purpose of experiments 
with motion capture of human grasping skill by the hand, appropriate experimental setup including 
infrared Kinect sensor is applied. The aim of use the Kinect sensor is to acquire human skill of grasp-
ing and map it to the artificial device. Future directions of research and development are given in the 
conclusion, too.  
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1 Introduction 

The hand is rather complex limb of human body. It has a wide capability in object 
manipulation and grasping. One uses hands in different tasks like holding, shaking, 
grasping, touching, etc. Because of that, it is very difficult to design a robotic hand 
that is able to perform all of these tasks in a human manner. Artificial, i.e. robotic 
hand could be a part of industrial, service or medical robot. However, also can be a 
part of human body as an advanced prosthetic device. That means design of the ar-
tificial hand depends on its purpose. 
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Bio-inspired artificial hand is actually universal gripper capable to optimally 
manipulate with objects of different sizes and shapes.  Back in 1919 Schlesinger [1] 
has defined six basic ways of grasping as presented in Fig. 1. In order to achieve 
these movements it is necessary for finger parts to have some kind of actuation. For 
that matter, several types of actuators can be used: servomotors, pneumatic or hy-
draulic cylinders (artificial muscles) as well as some more advanced “motors” such 
as piezoelectric, memory alloy, etc. In this paper, mechanical design is considered, 
while the control will be reviewed in the following one [2]. 

 

 
Fig. 1 The various types of prehension.  

2 State-of-the-Art 

More than 30 years development of artificial hand has been the subject of inter-
est in many research centers. Many studies have been made and a large number of 
research papers have been published in which contributors give advantage to dif-
ferent types of designs. Reference [3] shows that serious approach to this subject 
began in early eighties at Stanford (JPL) and Massachusetts (MIT) Universities.  

However, we cannot forget the fact that, in mid sixties, in Belgrade at Mihailo 
Pupin Institute was made “The Belgrade hand”, device that is described in the ma-
jority of the text-books of Robotics [4]. Even though it was actuated with only one 
geared motor, complex lever mechanism had enabled contraction and protrusion of 
fingers. Force sensors, situated in finger tips, controlled power supply during the 
contact with environment Fig. 2. 

Although one of the conclusions in [3] was that compliance cannot be achieved 
with simple design, the elegant solution with elastic connections gave system a li-
mited compliance. If we wish to copy human anatomy, we need the actuation for 
every joint in robotic hand. Since every finger has 3 joints of which metacarpal 
(MCP) has 2 degrees of freedom (DOF), it means that the whole hand has at least 



Developmen

20 DOFs. 
ators. From
near the jo
have its ad

  

Fig. 3 The ‘B

For ex
force is tra
known in 
also has lo
On the oth
significant
componen
motors bui
10 mm an
the similar
with minia
be seen in 

Fig. 4 a) sing
configuration

nt of Modular An

This large num
m the mechani
oints or far awa
dvantages as we

Belgrade hand’. T

xample, in des
ansferred via sy
industrial robo

ot of disadvanta
her hand, the m
t increasing co

nts like gearbox
ilt in the DLR/H
d consequently
rly sized gearb
ature toothed b
Fig. 5. 

gle acting actuator
n  

nthropomorphic R

mber of joints w
ical point of vi
ay from the joi
ell as disadvant

The leverage mech

ign where mo
ystem of levers
ot design for th
ages such as ad

motors integrate
osts due to pr
xes, servomoto
HIT Hand-I (F
y have the wei
oxes. Transmis
elts. Example o

r with an antagoni

Robot Hand

would imply th
iew, actuators 
ints (Figs. 4 an
tages [5], [6].

  
hanism that produ

otors are not in
s or using cable
he purpose of b
dditional elasti
d in the joints o
roducing new 
ors, encoders, 
Fig. 6) have dia
ight of only 15
ssion of torque
of joint actuati

ist passive elemen

e use of large n
could be place

nd 5). All of th

ces synergy of fing

nserted near jo
es - tendons. Th
better mass dis
city, friction, n
or close to them
types of smal
force sensors,

ameter of 20 mm
5 grams. They 
e to the joint is
ion by 2N or N

 
nt (spring), b) an a

 

number of actu
ed in the joints
hese approache

ger motions. 

oints, a driving
his setup is als
stribution, but i
nonlinearity etc
m have as resul
ller mechanica
etc. In [7], th

m and height o
are paired with

s accomplished
N+1 tendons can

agonist – antagonis

 3 

u-
s, 
es 

 

g 
o 
it 
c. 
lt 
al 
he 
of 
h 

d 
n 

st 



4 

Fig. 5 2N an

 

Fig. 6 The a

Germa
Few diffe
analyzed s
too high o
mercialize

Design
bilities on
few possib
zation of 
cause it r
stalled in 
energy co

nd N+1 tendon-driv

advanced DLR han

an Institute DL
erent types of  
some of design
or performance
ed yet.  
n of anthropom
n human mann
bilities to conv
motors and re

requires additi
or close to join

onsumption. Ha

ven robot fingers w

nd driven by tendon

LR in the past 
robotic hands 

ns mentioned a
es are not at sa

morphic robot h
ner requires la
vey power from
educers (gearb
ional developm
nts. These han
ands with tend

where N is the num

  
ns (left). DLR/HIT

10 years has 
have been des

above with simi
atisfactory leve

hand capable t
arge number a
m actuator to th
boxes). This ap
ment a small c
nds are very com
don driven fing

mber of DoFs (e.g. 

T hands (right). 

significant resu
signed (Fig. 6)
ilar conclusion
el or simply th

to perform a lo
ctuators, i.e. D
he joint. First o
pproach is very
components th
mplex, heavy, 

gers have advan

A. Rodić et 

 
DoF=4) 

ults in this are
). In [8] are als
ns. Either price 
hey are not com

ot of these cap
DoFs. There ar
one is miniatur
y expensive b

hat could be in
and needs larg
ntages in abilit

al 

 

ea. 
so 
is 

m-

a-
re 
ri-
e-
n-
ge 
ty 



Development of Modular Anthropomorphic Robot Hand   5 

to use relatively large space in forearm for location of motors but problem lies in 
complexity of task in which way pass the tendon through the wrist, palm up to 
phalanges. Use of conduit tubes reducing the design complexity but it introduce 
additional problems due to more friction that requires good maintenance as well as 
easy tendon replacement. 

Between many others, the Shadow hand [9], [10] is a contemporary hand avail-
able in the market and based on pneumatic actuation (artificial muscles). It has 24 
DoFs which produce power close to humans but velocity is approximately reduced 
by half. In its design the different modern materials are used. To produce all the 
movements this hand has 40 Mckibben artificial muscles and additional number of 
valves and all of them are integrated in the forearm.  

A modular structure of robot hand enables easier assembling (integration) of 
the system as well as easier maintenance. In the same time, finger modules can be 
combined in different way to vary the hand configuration..    

3 Mechanical design 

The main objective of this project regards to design of a modular compliant 
anthropomorphic robot hand. The mechanical design of the hand has to ensure the 
device to looks like a human hand and to achieve similar functionalities as the bio-
logical model. Based on these assumptions, the choice was made to develop a 
modular tendon-based compliant artificial hand. For this purpose, the high-torque 
RC motors are integrated in the forearm link together with the power and control 
electronics. The power supply is not included in the device and it is left to be out 
of the system in order to decrease the overall mass. With new versions of robot 
hand, it is planned that the RC motors should be replaced by the corresponding 
miniature, powerful, but more expensive actuators in perspective. Solutions based 
on pneumatic or hydraulic actuation (artificial muscles) were discarded because of 
noise during operation and potential problems with control of fluid pressure.  lea-
kage, etc.  

The Pupin hand is designed to be modular (five independent finger modules are 
assembled into a unique system) and made of light composite materials (Fig. 7). 
However, in the first phase, functional check is verified on 3D printer. All fingers 
have the same shape and design, and the length will be adjusted by position of the 
finger. At the bottom of each finger, where the fingers connect to the palm, addi-
tional reinforcements are done. There is an original connection between the lower 
segments which is realized by use of strong composite glue, few millimeters thick 
layer. That gives the hand certain passive compliance and elasticity related to the 
vertical axis, and it is manifested during grasping of the objects that lie in the palm. 
The phalanges are connected by low-ductile tendons through the pulley (Fig. 7). 
Every finger has 4 DoFs in mechanical sense. This implies that all of 20 cables 
(strings) should be implemented and connected to RC motors that are packed in the 
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forearm in two rows arranged in a cascade wing with specially designed low-
friction cable guides. In such a way, each motor is shifted for the value that corres-
ponds to the thickness of the tendon. So, tendons cannot come to collision and mu-
tual friction.  

To ensure compliance, as well as shock prevention to the driving (power trans-
mission) system, the additional springs are integrated with tendons. Two design 
possibilities are considered as possible. The first one assumes torsion springs to be 
inserted in between the phalanges. The second one puts the spring in the line with 
tendons and this solution is assumed as the first approach. Regardless to the specif-
ic side effects, this contributes to a better tendon behavior, primarily in terms of 
disturbances as well as while grasping the objects of variable shape. All tendons 
from the fingers are collected behind the wrist joint of the hand and forwarded to-
wards the motors. At the fingertips, corresponding contact sensors are planned to 
be attached, while other system sensors will be considered later in accordance with 
other technical requirements [6], [11], [12].  

In order to reduce the cost of production, the first finger prototypes are built 
using 3D printer. This way of production is commonly used in rapid prototyping 
processes. Contact surfaces are planned to be covered with soft artificial materials 
(like synthetic rubber or polyurethane) with the aim of creating the human skin 
qualities as more as possible. This rapid method provided us in a short time with 
useful information relating primarily on the method, how a tendon can be attached 
to finger parts and how to conduct it along the finger to the motor. Tests were 
made by using fishing chord made of microfiber. However, our intention was to 
acquire and use more reliable material such as so called Dyneema material, fre-
quently used in such kind of projects. 

  

  
Fig. 7 CAD model of the “Pupin hand” developed. The bottom side (left) and the top side (right) 

In [13] it is analyzed that this material is chosen over the steel cables, Kevlar or 
Aramid. Steel is too heavy and susceptible to constant and interchangeable bend-
ing loads, has more friction from the others and also has a destructive effect on the 
surface of softer materials in direct contact with them. On the other hand, Kevlar 
and Aramid have much better properties in relation to the friction and deforma-
tion. Their termination is complicated since knots weaken the tendon strength sig-
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nificantly. Compared to before mentioned materials, Dyneema has the best per-
formances, the lower friction and termination can be done accurately by splicing. 
Tendons made from Dyneema have easy implementation and maintenance. Also, 
Dyneema has a good vibration characteristics, excellent abrasion and fatigue resis-
tance as well as chemical and temperature persistency [14].  

4 Modeling and simulation 

Human hand, in mechanical sense, represents a multi-body rigid system with 
elastic joints and ductile power transmission (tendons). The hand in this project is 
modeled as a branched mechanism with 23 DoFs amongst are the following ones: 
five finger chains along with 4 DoFs every, 2 DoFs for yaw and pitch of  hand in 
the wrist joint, and single twist-joint of the forearm (Fig. 8). Elasticity of the robot 
hand arises from tendons as well as from elastic joints. The elastic joints are 
marked in Fig. 8 by the “deflection” and “extension” titles that regards to the type 
of passive joints. The elastic components in the hand structure potentially worse 
controllability of the system but improve its compliance and ability of adaptation to 
system overloading. Due to the fore mentioned antagonistic effects of system elas-
ticity, the accurate modeling of the entire robot hand is of great interest for control 
design of the device.  

The model of rigid body dynamic of the Pupin hand is defined by correspond-
ing differential equations in vector form. The equations of motions are defined in 
accordance with [15]. The following assumption is made:  no inertial coupling be-
tween the motors and the joints, being the motors are dislocated into the forearm 
according to the mechanical design. The model of the hand is defined in the follow-
ing way: 

 ,                       1  
 

where  is the system inertia matrix, ,  are Coriolis and centrifugal 
terms, regards to the joint friction torques (due to tendon passing over the joint 
pulleys) and  is vector of gravity torques. Right side members are: the joint 
torques  and the external payload torques which are exhibited by the environ-
ment and defined by the term  , where  is the Jacobian matrix of the 
hand. The compliant torques, derived from the spring forces, are defined by the 
term .  The (1) can be extended by inserting (2): 
 

                                                             2  
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Fig. 8 Kinematic scheme of the 23 DoFs mechanism of the “Pupin hand”. 

where P (the coupling matrix) has full row rank and   is the pulling constraint for 
the tendon forces.  

The dynamics of the actuators (RC motors) applied with robot hand can be de-
fined by vector equation: 

  ,                                                  3  

where   is motor angular acceleration,  is the motor inertia matrix, ,  are motor 
and tendon friction,   are torques produced by the tendon forces and  are the 
motor torques. In this phase of development, the Futaba S3305 high-torque servo 
motor with metal gears is chosen because the project requires high torque from a 
standard size servo motor. The motor parameters are given in Tab. 1. 

Table 1.  Parameters of the Futaba S3305 RC motor. 

Speed (rad/s) Torque (Nm) Size (mm) Weight (g) 
5.00 0.89 49.5x20x38 46.5 

 
Assuming that the winding drum (winch) has a diameter of 10 mm then it enables 
the radial force of 89 N according to the Tab. 1. As part of that force is lost due to 
the friction resistance, the desired 30 N force per finger is still ensured. 
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The model of the particular hand finger with four low-tensile and low-friction 
tendons to transmit the torques from motors to the particular finger joints is pre-
sented in Fig. 9. The tendons 1, … ,4 are driven by four winches rotating at  
r.p.m.  The tendons 2,3,4 are laid upon the corresponding pulleys in such a way 
to enable appropriate rotation of the corresponding joints while the tendon 1 is 
simply placed over the wrist joint axle (Figs. 9a and 9b). Corresponding springs are 
inserted in the system to ensure desired compliance of the device, too. The springs 
are characterized by the stiffness coeficients . Springs serve in the system to 
amortize destructive effects of the excessive payload that can be produced at robot 
finger in certain cases. Displacements  and  shown in Fig. 9 are corresponding 
spring extensions. The particular tendons terminate in the points , ,  where 
they are fixed to the corresponding finger links (Fig. 9). Position of the finger is de-
termined by its joint angles , 1, ,4.  

The model of friction force when tendon move over the pulley can be defined 
by the equation: 

 
                                                   (4) 

 
where µ is Coulomb friction coefficient and α is the enclosed angle of tendon over 
the pulley.  

Assuming that the friction coefficient (of tendons moving over the joint pulleys) 
is 0.14 and choosing the compliance parameter, i.e. the spring stiffness to be 

3.30  , the simulation experiments are made to validate the choice of the 
hand actuators and to check the critical tension of tendons against the ripping. Cha-
racteristic simulation results are given in Fig. 10. For the imposed banding of a fin-
ger (given by its joint angles) and by imposing of the external payload (force) act-
ing to the distal phalanx of the finger in direction of the longitudinal axis, the joint 
payloads (torques) as well as the tendon dragging lengths, produced by the particu-
lar motors presented in Fig. 9, are showed in Fig. 10.  

  The tendon dragging lengths are non-linear functions of joint angles. The joint 
payloads are the consequence of finger payload (predominantly) and its motion. 
The calculated payloads do not overcome the technical limits of the RC motors 
applied. 

Parallel with the mechanical design and system structural optimization the 
complementary research is conducted regarding acquisition of human grasping 
skill. In the following section, the emphasis was on exploring possibilities of our 
artificial hand to repeat and mimic human gestures. 
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Fig. 9 Principle of actuation of the 4 DoFs tendon-driven finger. (a) Swinging of the finger. (b) Fin-
ger bending, and (c/d) Two-stage springing of the finger.  
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Fig. 10 Finger model simulation results: Joint angles; Drag lengths of the moving tendons; Imposed 
payload upon the distal phalanx; Corresponding joint payloads (torques).  

5 Acquisition of human grasping skill 

Development of techniques for capturing motion of human hands has been in 
focus of continuous interest of researchers and practitioners in human-centered ro-
botics. This attention has been mainly due to two related although distinct tasks: 
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trajectory programming and control of robotic hands (e.g., grasping trajectory) and 
human gesture recognition. For the purpose of this work, a detailed hand model 
has been adopted, incorporating 14 joints: 3 joints per each finger plus 2 thumb 
joints. The set of tracked points incorporated 22 points: finger/thumb tips (5), hand 
wrists (3), and 14 rotational joints (see Fig. 11). 

 

 
Fig. 11 Tracked hand points  

 
Microsoft Kinect sensor [16] has been examined as a possible low cost alterna-

tive for capturing hand motion data. The device integrates an ordinary color cam-
era with a depth sensor that is realized by combining an infrared dot pattern pro-
jector and infrared camera. Kinect was originally intended as input device in 
gaming applications. Yet, it has received a tremendous popularity in many other 
areas thanks to its low price combined with ease of programming and satisfactory 
performance. Additionally, the availability of several open source tools and the 
existence of an active user community make the integration of Kinect sensor fairly 
simple. 

To improve Kinect accuracy, we used calibrated data. Calibration consisted in 
additional processing and adjusting data obtained from the sensor to compensate 
for nonlinearities in cameras and deviations in sensor parameters. The employed 
calibration model comprised intrinsic and extrinsic parameters of both color and 
infrared cameras [17] and additional parameters of Kinect depth-disparity model 
[18]. Model identification was realized as a two-step procedure, in which the first 
step comprised identification of camera parameters, whereas the second step was 
devoted to tuning of the depth model. The net result of the calibration is an aug-
mented image in which each RGB pixel has associated 3D position. Extensive 
tests demonstrated that such calibrated sensor provided accuracy on the order from 
3 mm for near objects to 15 mm for objects furthest on the sensor range. 

Few typical hand motions were analyzed – cylindrical grasp, grasp of object 
from top position and lateral grasp. Hand and finger wrists had been previously 
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labeled using special markers (Fig. 12). Joint position capturing was performed in 
two steps. First, positions of markers were detected on color image. Next, depth 
information and calibration parameters were used to obtain 3D positions of joints. 

 

  
a)                                      b) 

Fig. 12 Sample augmented image for cylindrical grasp: a) color image, b) depth image. 
 

A good insight into achieved accuracy could be obtained by analyzing meas-
ured lengths of finger segments.  An illustration of variations of obtained lengths 
for a sample movement is shown in Fig. 13 and Table 1. It is seen that errors in-
crease from root to distal segments. 

 
Table 1.  Measured lengths of the index finger segments 

 INDEX FINGER 
Metacarpal 

 
Proximal 
phalanx 

Middle 
phalanx 

Distal 
phalanx 

Average value (cm) 8.99 4.34 2.71 2.42 
Maximum deviation (mm) 1.89 2.57 5.93 6.02 
Average deviation (mm) 0.75 1.32 3.45 3.90 
Average deviation (%) 0.84 3.04 12.70 16.11 

 
All measurements were done at the beginning of sensor field of view, on dis-

tance approximately 70 to 80 cm from Kinect sensor. Very good accuracy was 
achieved for joints located on a central part of hand (metacarpal and proximal pha-
lanx joints). Length deviations for segments around these joints were on the order 
of 3% or less. 3D coordinates of joints located at the ends of fingers were charac-
terized by much larger errors, up to 16%. This result is a consequence of noise ex-
isting along boundaries between surfaces at different distance from sensor. As a 
result, due to large distance gradient, disparity values for these boundary pixels are 
generated imprecisely which directly leads to weak accuracy of obtained 3D posi-
tions. 
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Fig. 13 Deviations in measured lengths of Index finger segments along sample movement. 
 

This study demonstrated satisfactory level of accuracy when capturing posi-
tions of proximal joints and increased errors for distal joints. This leads to a con-
clusion that Kinect sensor could be successfully used for gesture recognition, whe-
reas its usefulness would remain limited in applications where fine capture of 
trajectories is mandatory.  

6 Conclusions 

The next step in development of the Pupin hand regards to design of the fo-
rearm that should enable embedding of the hand actuators. Also, the associated 
electronics, sensorial system and microcontroller of the device is going to be add-
ed. Extensive testing of the real system are planned to be accomplished to validate 
hand feature characteristics. After that a robot hand of industrial quality is planned 
to be produced for different service applications. 
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